GDD5135A 3 ½ Blue LED Digital Ampere Meter

Key Feature

·Polarity reversed protection.,

·High Precision and stable 

·Bright Blue LED display

·Black ABS housing with self-lock tip for panel mounting

Specification
·Power: DC6V～15.5V           ·Operating temperature: 0 to 50°C

·Current: <50mA                ·Temperature coefficient: <50PPM

·Zero: Automatic                ·exterior control: configurable decimal points

·Display: 0.56” Blue LED         ·Overrange indication: (1) or (-1) is displayed

·Sampling time: 2.5/sec           ·Panel cutout size: 76.5mm*39.2mm

·Polarity Display: Automatic       ·Dimension: 79mm*43mm*25mm

Range Display                               

	Model
	Input signal
	Display
	Resolution

	
	GDD5135A-DC20A-P12V-BU
	0～±DC20A/75mV
	0～±19.99
	±0.01A

	
	GDD5135A-DC50A-P12V-BU
	0～±DC50A/75mV
	0～±50.0
	±0.1A

	
	GDD5135A-DC100A-P12V-BU
	0～±DC100A/75mV
	0～±100.0
	±0.1A

	
	GDD5135A-DC300A-P12V-BU
	0～±DC300A/75mV
	0～±300
	±1A

	
	GDD5135A-DC500A-P12V-BU
	0～±DC500A/75mV
	0～±500
	±1A


Dimension: 
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Rectifying method : Connect the standard DC current signal to line of“IN-、IN+”, then adjusting the VR1 until the value is the same as the DC current signal. （Caution：some of the parts are with high voltage, so please don’t touch the parts of the panel）
Connection：
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Remark: The meter’s factory setting is common ground;
  If do not need common ground, disconnect the A and B
