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instruction
You are welcome to purchase this product. For the better use of products and future reference, please read this instruction carefully and keep it in the future.
Product Use:
This product is a kind of new energy-saving lamp for decoration. It is apply for fish tank, pool and like occasions. .
Product Feature: 
· Completely waterproof 
· Low voltage operation （DC12V）
· energy saving and long life span 
· Combined by number of super-bright LED
· Multi-choice for Multi-Color
· Easily operation for plug-walls transformer
· Security for powerful suction cup
· Suitable for brackish water. 
Installation guide 
Take out the lamp and transformer from the package. 
Check the condition of the lamp. 
Link the air-pump outlet hole and the lamp inlet hole by the air tube.
Place the suction cup on the surface of the plane or below the sand. 
Power the transformer and air-pump. 
Considerations
Suitable for indoor environment. 
Working Voltage must be corresponded with designing voltage. 

Transformer must be out of water. 
Must cut the power before maintenance and repair. 
Working temperature scope is 5-40℃ 
Checking the working voltage and power joint when this products can't work normally. 
Transformer and lamp will be heats up slightly when working. 
Checking the air-bump or cleaning the lamp when the product can't work smoothly. 
Air-pump must be placed higher higher than the water level of the tank, or equiped another non-return valve on the air tube, in case of the receding backflow when power off. 
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This is not a toy, please keep it out of the reach of children. 
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